




































































































[223]    key switch no answer

The sequencer is not communicating with the DIU/MIU board.

Is RUN LED of 
the sequencer 

on?

YES

NO

Is 32-point LED of the 
sequencer output unit 
turned on? Or does it 

blink?

1. After main power 
turn off, Check the 
wiring and the 
connectors between 
the sequencer output 
unit and the DIU board.

YES

NO

1. After main power turn off, 
Check the wiring and  
connectors of RS232C cable 
between the panel controller 
and the DIU board.

3. After main power turn off, Check 
whether the jumper of the internal diode 
of the sequencer output unit which 
communicates with DIU is carried out.

Replace the MIU/DIU board.
(Adjustments on this board are needed.)

IS alarm 223 
displayed?

YES

NO

3. After main power 
turn off, Replace the 
sequencer input unit.

1. After main power turn off, 
Check the wiring and  
connectors between the 
sequencer input unit and the 
DIU board.

2. Check the supply 
power (+24V) to the 

sequencer.

When not repaired, after 
main power turn off and on.

2. Check the supply 
power (+24V) to the 

sequencer.

2. Check the supply 
power to MIU/DIU.

4. After main power turn off, 
Replace the sequencer output 
unit which has carried out the 
jumper of the internal diode.

Alarm 223 is displayed.

Please contact 
the service person.

B.

the same as the left. the same as 
the left.

A.

When not repaired, after 
main power turn off and on.

the same as the 
left.

the same as the 
left.

When not 
repaired, 

after main power 
turn off and on.

When not repaired, after 
main power turn off and on.

When not repaired, after 
main power turn off and on.

When not repaired, after 
main power turn off and on.



Set the key of the 
sequencer CPU unit 
to "RUN."

Check whether the 
key of the sequencer 

CPU unit is set to 
"RUN."

YES

NO

1. Check the supply 
power (AC 100V) to 
the sequencer.

Check whether the 
RUN LED of the 

sequencer has gone 
out.

YES

NO (Blink)

B.

After main power turn 
off, Confirm whether all 
sequencer units are 
inserted firmly.

2. Check the fuse in 
a sequencer power 
supply unit.

Replace each unit of a 
sequencer.

(CPU unit, ROM card, input 
unit, output unit, base)

When not repaired, after 
main power turn off and on.

When not repaired, after 
main power turn off and on.

When not 
repaired, 
after main power 
turn off and on.

When not repaired, after 
main power turn off and on.

When not repaired, after 
main power turn off and on.

When not repaired, after 
main power turn off and on.

A.
















